
Specifications Sheet – Muck Truck BY250S 
 

 
Features 

 Muck-Truck® has proven itself as the yard stick by which other manufacturer’s measure their 
products. 

 Every Muck-Truck® model is designed for industrial and professional use, with health and 
safety front and centre. 

 When the clutch lever is released, the Muck-Truck® comes to an immediate full stop, so 
should an operator trip or fall the chance of an accident is greatly reduced. 

 Balanced weight distribution makes for easy tipping and helps avoid common workplace 
injuries to an operator’s back and limbs. 

 Can change mini dumper attachments in seconds 

 Will climb up to 30° 

 The Muck-Truck® mini dumper is easy to steer empty or fully loaded 

 Works well with mini diggers and cement mixers 

 Only 28in (70cm) wide, the Muck-Truck® easily glides through the average doorway 
 

SPECIFICATIONS 
Model: Muck-Truck 
Engine: Honda GXV 160 Commercial 5.5hp 
Transmission: 3 forward / 1 reverse 
Speed: 0-3.5mph 
Fuel: Unleaded Petrol 
Capacity: 0.17m^3  
Carrying capacity: 250kg 
Noise Rating: Up to 79db 
Parking brake: Disc 
Wheels: Front 400x10, 4 ply tractive. Rear 400x8, 4 ply tractive 
Length: 1550mm 
Width: 710mm 
Height: 865mm 
Weight: 135kg (unladen) 
Traction: 4 Wheel Drive 


